
ATEX - IECEx certified thermocouples
LEX15 Ex e certified thermocouple for
zone 1 and 2

II 2 G Ex e II T6 certified,
according EN50014 and
EN50019. Designed to measure
temperatures in explosive
gaseous or liquid environments.
Temperature sensor range:
-200°C to 1600°C depending on
thermocouple and the sheath
material. Thermowell connection
by a nipple-unio- nipple with
1/2"NPT connection standard.
Aluminium connection head DAN-
AK with swing cover. Stainless
steel connection head optional.
Cable entry M20x1.5mm.
Replaceable 6mm insert with
10mm spring action. Calibration
K,T,J,E,N,R,S or B. Single or
duplex. Insertion length as
required.

Ordering code

Type LEX15

LEX15 Ex e certified thermocouple for
zone 1 and 2

II 2 G Ex e II T6 certified,
according EN50014 and
EN50019. Sensor with
weatherproof cable, length as
required. Cable transition sealpot
epoxy filled. Designed to measure
temperatures in explosive
gaseous or liquid environments.
Temperature sensor range:
-200°C to 1600°C depending on
thermocouple and the sheath
material. Sensor diameter from
3.2mm to 12.7mm. Calibration
K,T,J,E,N,R,S or B. Single or
duplex. Process connection by an
optional compression gland or
feedthrough. Cable
insulation PVC, PE or PTFE with
screen and drainwire. Optional:
armoured cable.

Ordering code

Type LEX15

LEX25 Ex ia/ib certified thermocouple for
zone 0, 1 and 2

II 1 G Ex ia/ib IIC T6..T1 certified,
according EN50014, EN50020
and EN50284. Designed to
measure temperatures in
explosive gaseous or liquid
environments. Temperature
sensor range: -200°C to 1600°C
depending on thermocouple and
the sheath material. Thermowell
connection by a nipple union
nipple with 1/2"NPT connection.
Aluminium connection head DAN-
AK with swing cover. Stainless
steel connection head optional.
Cable entry M20x1.5mm.
Replaceable 6mm insert with
20mm spring action. Calibration
K,T,J,E,N,R,S or B, single or
duplex. Can be delivered with
head mounted transmitter.
Insertion length as required.

Ordering code

Type LEX25

LEX25 Ex ia/ib certified thermocouple for
zone 0, 1 and 2

II 1 G Ex ia/ib IIC T4..T6 certified,
according EN50014, EN50020
and EN50284. Designed to
measure temperatures in
explosive gaseous or liquid
environments. Temperature
sensor range: -200°C to 1600°C
depending on thermocouple and
the sheath material. Thermowell
connection by a nipple union
nipple with 1/2"NPT connection.
Aluminium connection head
model CE with threaded cover.
Stainless steel connection head
optional. Cable entry M20x1.5mm.
Replaceable 6mm insert with 10
or 40 mm spring action.
Calibration K,T,J,E,N,R,S or B,
single or duplex. Can be delivered
with head mounted transmitter.
Insertion length as required

Ordering code

Type LEX25
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ATEX - IECEx certified thermocouples
LEX25 Ex ia/ib certified thermocouple for
zone 0, 1 and 2

II 1 G Ex ia/ib IIC T4..T6 certified,
according EN50014, EN50020
and EN50284. Sensor with
weatherproof connected cable,
length as required. Cable
transition sealpot epoxy filled.
Designed to measure
temperatures in explosive
gaseous or liquid environments.
Temperature sensor range:
-200°C to 1600°C depending on
thermocouple and the sheath
material. Sensor diameter from
3.2 to 12.7mm Calibration
K,T,J,E,N,R,S or B, single or
duplex. Process connection by an
optional compression gland or
feedthrough. PVC, PE or PTFE
cable with screen and drainwire.
Optional: armoured cable.

Ordering code

Type LEX25

LEX25 Ex ia/ib certified thermocouple
with transmitter for zone 0, 1 and 2

II 1 G EEx ia/ib IIC T4..T6
certified. According EN50014,
EN50020 and EN50284 for zone
0,1 and 2. Transmitter integrated,
model and range to be specified.
Designed to measure
temperatures in explosive
gaseous or liquid environments.
Temperature sensor range:
-200°C to 1600°C depending on
thermocouple and the sheath
material. Thermowell connection
by 1/2"NPT nipple union nipple.
Aluminium connection head DAN-
AK with swing cover. Stainless
steel connection head optional.
Cable entry M20x1.5mm.
Replaceable 6mm insert with 20
or 40mm spring action. Calibration
K,T,J,E,N,R,S or B. Single or
duplex.

Ordering code

Type LEX25

LEX30 Ex d certified thermocouple for
zone 1 and 2

II 2 G Ex d IIC T6 certified,
according EN50014 and
EN50018. Designed to measure
temperatures in explosive
gaseous or liquid environments.
Temperature sensor range:
-200°C to 1600°C depending on
thermocouple and the sheath
material. Thermowell connection
by a 1/2"NPT nipple union nipple.
Aluminium or Stainless Steel 316
Eexd connection head. Cable
entry M20x1.5mm or optional 2
entries. Sensor side with flame
path fire lock. Replaceable 6mm
insert with 10mm spring action.
Calibration K,T,J,E,N,R,S or B,
single or duplex. Can be delivered
with head mounted transmitter.
Insertion length as required.

Ordering code

Type LEX30

LEX30 Ex d certified thermocouple with
transmitter for zone 1 and 2

II 2 G EEx d IIC T6 certified,
according EN50014 and
EN50018. Transmitter integrated,
model and range to be specified.
Designed to measure
temperatures in explosive
gaseous or liquid environments.
Temperature sensor range:
-200°C to 1600°C depending on
thermocouple and the sheath
material. Thermowell connection
by a 1/2"NPT nipple union nipple.
Aluminium or Stainless steel 316
Eexd connection head. Cable
entry M20x1.5mm or optional 2
entries. Sensor side with flame
path fire lock. Replaceable 6mm
insert with 10mm spring action.
Calibration K,T,J,E,N,R,S or B.
Single or duplex. Insertion length
as required.

Ordering code

Type LEX30
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ATEX - IECEx certified thermocouples
LEX45 Ex nA certified thermocouple for
zone 2 and 22

II 3 G Ex nA IIC T6...T1
Gc certified, according EN60079.
Sensor with weatherproof
connected cable, length as
required. Cable transition sealpot
epoxy filled. Designed to measure
temperatures in explosive
gaseous or liquid environments.
Temperature sensor range:
-200°C to 1600°C depending on
thermocouple and the sheath
material. Sensor diameter from
3.2 to 12.7mm Calibration
K,T,J,E,N,R,S or B, single or
duplex. Process connection by an
optional compression gland or
feedthrough. PVC, PE or PTFE
cable with screen and drainwire.
Optional: armoured cable.

Ordering code

Type LEX45

LEX45 Ex nA certified thermocouple for
zone 2 and 22

II 3 G Ex nA IIC T6...T1
Gc certified, according EN60079.
Sensor with weatherproof
connected cable, length as
required. Cable transition sealpot
epoxy filled. Designed to measure
temperatures in explosive
gaseous or liquid environments.
Temperature sensor range:
-200°C to 1600°C depending on
thermocouple and the sheath
material. Sensor diameter from
3.2 to 12.7mm Calibration
K,T,J,E,N,R,S or B, single or
duplex. Process connection by an
optional compression gland or
feedthrough. PVC, PE or PTFE
cable with screen and drainwire.
Optional: armoured cable.

Ordering code

Type LEX45

LEX45 Ex nA certified thermocouple with
transmitter for zone 2 and 22

II 3 G Ex nA IIC T6...T1
Gc gecertificeerd, volgens
EN60079. Koptransmitter
geïntegreerd, model en het bereik
te specificeren. Ontworpen om
temperaturen in gasvormige of
vloeibare explosieve omgevingen
te meten. Temperatuursensor
bereik: -200°C tot 1600°C,
afhankelijk van thermokoppel en
thermowell materiaal. Thermowell
verbinding door een 1/2" NPT
nippel union nippel. Aluminium of
RVS 316 EExd aansluitkop.
Kabelingang M20x1.5mm of
optioneel 2 ingangen. Sensor
kant van vuurslot voorzien.
Verwisselbaar 6mm meetinzet
met 10mm veerweg. Kalibratie K,
T, J, E, N, R, S of B, single of
duplex. insteeklengte zoals
vereist.

Ordering code

Type LEX45

LEX50 Ex ta/tb certified thermocouple
for zone 0,1,2 and 20,21,22

II 1 D Ex ta/tb IIIC T85°...T300°C
Da gecertificeerd, volgens
EN60079-0, 1, 7, 11 en 31.
Ontworpen om industriële
temperaturen in gasvormige of
vloeibare explosieve omgevingen
te meten. Temperatuursensor
bereik: -200°C tot 550°C.
Thermowell verbinding door een
1/2" NPT nippel union nippel.
Aluminium aansluitkop model CE
met schroefdeksel. Roestvrij
stalen aansluitkop optioneel.
Kabelingang M20x1.5mm.
Verwisselbaar verend 6mm
meetinzet. Pt100 sensor 2, 3 of
4-draads systeem.
Nauwkeurigheid volgens IEC 751
klasse A, B of beter. Single of
duplex. Kan geleverd worden met
intrinsiek veilige koptransmitter.
Insteeklengte zoals vereist

Ordering code

Type LEX50
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ATEX - IECEx certified thermocouples
LEX50 Ex ta/tb certified thermocouple
for zone 0,1,2 and 20,21,22

II 1 D Ex ta/tb IIIC T85°...T300°C
Da gecertificeerd, volgens
EN60079-0, 1, 7, 11 en 31.
Ontworpen om industriële
temperaturen in gasvormige of
vloeibare explosieve omgevingen
te meten. Temperatuursensor
bereik: -200°C tot 550°C.
Thermowell verbinding door een
1/2" NPT nippel union nippel.
Aluminium aansluitkop model CE
met schroefdeksel. Roestvrij
stalen aansluitkop optioneel.
Kabelingang M20x1.5mm.
Verwisselbaar verend 6mm
meetinzet. Pt100 sensor 2, 3 of
4-draads systeem.
Nauwkeurigheid volgens IEC 751
klasse A, B of beter. Single of
duplex. Kan geleverd worden met
intrinsiek veilige koptransmitter.
Insteeklengte zoals vereist

Ordering code

Type LEX50
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