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Applications

 · Gauge adapter connects to gauge for calibration

 · Adapts to connection size to process or any other instrumentation

 · They are available in 304 SS, 316 SS, Brass

Ordering Information for PA010  Series

Model Description 

PA010 Adapters

Code Mounting Type

1 Male-Female adapters

2 Female-Female  adapter

3 Male-Male adapters

Code Material

A Brass

B 304 SS

C 316/316L SS

O Others

Code Gauge Connection Style Code Gauge Connection Size

2 PT ("R" in ISO Standard) B 1/8"

3 PF ("G" in ISO Standard) C 1/4"

4 NPT D 3/8"

X Others F 1/2"

O Others

Note 1. Other connection styles are available on request but specify it and the extra price and delivery time apply.

Code Process Connection Style Code Process Connection Size 

2 PT ("R" in ISO Standard) B 1/8"

3 PF ("G" in ISO Standard) C 1/4"

4 NPT D 3/8"

X Others F 1/2"

O Others

Sample Model Selection : PA011B2F2F

* The standard specification and price are subject to change without prior notice

Adapters 
(PA010)
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Adapters (PA010)

PF x PF TYPE

PF x (N)PT TYPE

(N)PT x PF TYPE

(N)PT x (N)PT TYPE

 (Dimensions : mm)

THREAD "A" AxB HEX. "C" THREAD "B" "D"

PF 1/4" 22x25.4 HEX. 19 PF 1/4" 16

PF 3/8" 24x27.7 HEX. 22 PF 3/8" 18

PF 1/2" 27x31.2 HEX. 25 PF 1/2" 20

(N)PT 1/4" 22x25.4 HEX. 21 (N)PT 1/4" 14

(N)PT 3/8" 24x27.7 HEX. 24 (N)PT 3/8" 16

(N)PT1/2" 27x31.2 HEX. 27 (N)PT 1/2" 18
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