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Applications

 · Protecting pressure gauges against the effect of pressure exceeding their 
maximum pressure rating.

 · When the system pressure exceeds the set pressure, the force exerted by 
the spring is overcome and the valve closes.

Ordering Information for PA070  Series

Model Description 

PA070 Gauge Savers (Gauge Protectors)

Code Range

2 3 ~ 9 kPa

3 10 ~ 100 kPa

4 0.2 ~ 30 MPa

Code Material

B 304 SS

C 316/316L SS

O Others

Code Gauge Connection Style Code Gauge Connection Size 

2 PT ("R" in ISO Standard) D 3/8"

3 PF ("G" in ISO Standard) F 1/2"

4 NPT O Others

X Others

Code Process Connection Style Code Process Connection Size 

2 PT ("R" in ISO Standard) D 3/8"

3 PF ("G" in ISO Standard) F 1/2"

4 NPT (F) G Flange

X Others O Others

Sample Model Selection : PA0702B2F2F

* The standard specification and price are subject to change without prior notice

Gauge  Savers (Gauge Protectors) 
(PA070)
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Gauge  Savers (Gauge Protectors) (PA070)

 (Dimensions : mm)

RANGE (kPa) øA

3~9 100

10~100 60

RANGE 5~300 bar

RANGE 3~100 kPa
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